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1. Application and Features: 59— Flectrical:
1—1. This screwless terminals are suitable for both 2—2—1. Current rating: 10 Amp J300VAC. -
solid and flexible conductors. . . . .
1—2. A spring made of stainless strip steel 2—2=2. Dielectric withstanding _
guarantees for permanent and safe contact. voltage:  2000VAC (min).
=3 The type is operoted by‘pushmg. . SCI’@Wdt"I\/GI’ 2—2—3. Insulation resistance: 500MQ more
on the level. This lever is fully integrated into L 500VAC
the body. © |
: . : 2—2—4. Wire Range: 14—-22AWC.
T—4. It is equipped with a cover for easy hand
adjustment. C
2—3. Mechanical:
9 Technical Data: 2—3—1. Wire retention force: 1.2 Kg (min). -
2—1. Material: 2—5—2. Operating temperature: —55°C to +105°C.
2—1—1. HOUSING: NYLON 6.6,
UL 94 V-0 (Green). 2—3—3. Solderability: 95% coverage (min).
2—1—2. Contact: Brass(Cu Zn)
Ni,Tin plated. B
first 50u” (min) Ni plated over all.
last 120u” (min) Tin plated over all.
2—1-=35. Metal Plate: Stainless strip steel.
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