ITEM @ ITEM @ ITEM @ ITEM @ ITEM ® ITEM ®
PART NUMBER| BODY NUT CONTACT INSULATOR | RETENTION SPRING GASKET
142-DBY3-001| BRASS BRASS BRASS TEFLON BERYLLIUM COPPER NONE
GOLD PL .00001 MIN ©OVER | GOLD FL .00001 MIN DVER | GDLD PL .000D5 MIN DVER UNPLATED
NICKEL PL .DDJO5 MIN DVER| NICKEL PL 0005 MIN OVER| NICKEL PL .00005 MIN OVER
COPPER AL .00005 MIN COPPER AL .00005 MIN COPPER FL .00005 MIN
142-DB93-002] BRASS BRASS BRASS TEFLON BERYLLIUM COPPER NCNE
COLD PL 00005 MIN QVER | GOLD PL .00005 MIN QVER | GDLD PL .000D5 MIN DVER UNPLATED
COPPER AL .00005 MIN COPPER AL .00005 MIN COPPER FL .00005 MIN
142-DB33-003] BRASS BRAS BRASS TEFLON BERYLLIUM COPPER SILICONE RUBEER
COLD PL .00001 MIN OVER | GOLD FL .0000! MIN DVER | GOLD PL .000D5 MIN DVER UNPLATED
NICKEL PL .DDAA5 MIN OVER| NICKEL PL Q0005 MIN OVER| NICKEL PL .00005 MIN OVER
COPPER AL 00005 MIN COPPER AL 00005 MIN COPPER FL 00005 MIN
14.2-DB33-006 BRASS BRA BRASS TEFLON BERYLLIUM CODPPER NGNE
NICKEL PL .DDQ1MIN OVER | NICKEL PL QOD1MIN OVER |GOLD PL .000D5 MIN OVER UNPLATED
CDPPEFI AL .00005 MIN CDPPER‘ AL .00005 MIN NICKEL PL .00D05 MIN OVER
COPPER FL .00005 MIN
142-DEY3-007] BRASS BRASS BR TEFLON BERYLLIUM COPPER SILICCNE RUBBER
NICKEL PL .DDJ1MIN OVER | NICKEL PL 40D1MIN OVER [GOLD PL .000D5 MIN DVER UNPLATED

COPPER PL .00005 MIN

COPPER PL .00005 MIN

OLD P
NICKEL PL .00005 MIN OVER|
COPPER PL .00005 MIN

.070+.005

]

CABLE STRIP DIMENSIONS

NOTES:

1

SPECIFICATIONS:

IMPERANCE: 50 O
FREQUENCY RANGE 0 26

-2 GHZ
VSWR: 1.07-.008F MAX F IN GHZ) (0-18 GHZ).IJS MAX (18-26.5 GHZ)

WQRKING VOL TAGE:

335 VRMS MAX AT SEA LE

VEL
DIELECTRIC WITHSTANDING VOLTAGE: 1000 VRMS MIN AT SEA LEVEL
INSULATION RESISTANCE: 5000 MEGQHM MIN

CONTACT RESISTANCE:

CENTER CONTACT - INITIAL 3.0 MILLIOHM MAX, AFTER
ENVIRONMENTAL 4.0 MILLKOHM MAX

QUTER CONDUCTOR - INITIAL 2.0 _MILLIQHM MAX, AFTER
ENVIRONMENTAL NQOT APPLICABLE

ODY TQ CABLE - 0.5 MILLIGHM

MAX

B
CORONA LEVEL: 250 VOLTS MIN AT 70,000 FEET

INSERTION LQSS: .03V F

(F IN GHZ) AT 10 GHZ

RF LEAKAGE: -90 DB MIN AT 2.5 GHZ
RF HIGH POTENTIAL WITHSTANDING VOLTAGE: 670 VRMS AT 4 AND 7 MHZ MIN

MECHANICAL*

ENGAGE/DISENGAGE TQRAUE: 2 INCH PGUNDS MAX

MATING 7-K INCH

TOROUI
COUPLING F'ROOF TORQUE: 15 INCH F'OUNDS MIN

GOUPLING NUT RETENTION: 60 LES MI
CONTACT RETENTION: NOT APPLICABLE
CABLE ACCEPTABILITY: RC 405 DIA
CABLE HEX CRIMP SIZE: NOT APPLICAE

066 SEMIRIGID

CABLE RETENTION: 30 LBS MIN AXIAL FGRCE
1B _INCH-QUNCE MIN TORQUE

DURABILITY: S00 CYCLES MIN
ENVIRONMENT AL:

(MEETS QR EXCEEDS THE APPLICABLE FARAGCRAPH QF MIL-C-39112)
THERMAL SHQCK: MIL-STD-202, METHOQD 107, CONDITION B8, EXCEFT 115 DEG C HIGH TEMP
QPERATING TEMPERATURE: -65 DEGC € TO 165 DEG ¢
CORRQSION: MIL-STD-202, METHOD 1K1, CONRITION 8
SHQCK: MIL-STD-202, METHQD 213, CONDITION |
VIBRATION: MIL-STD-202, METHOD 204, CONDITION D
MOSTURE RESISTANCE: MIL-STO-202, METHOD 106

®
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